THE 50 EXPRESS BY RELIANT YACHTS
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The Reliant Yachts 50 Express is available in 3 versions.

The Saloon Express is inclosed with glass aft of the saloon sitting area. A locking  The Flybridge Express has an inner stairwell (from saloon) to the flybridge. The
door with glass top panel is midship. This allows the saloon to be “finished” i.e.  vessel can be helmed from either lower or upper (flybridge) stations.

the sole matches the lower quarters, and also allows the companionway to the As interiors are “semi-custom”, arrangements can be had in various

The Hardtop Express, which is open aft of the helm station (can be inclosed with
eisenglass for weather purposes). In this version the teak sole is continuous from

the aft cockpit to the helm station. The locking companionway is midship next

to the helm. lower quarters to be open, allowing more light to the galley. configurations.
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DIMENSIONS & PRINCIPAL SPECIFICATIONS

LENGTH OVERALL 50" 0"
LENGTH WATERLINE 47 0"
BEAM 15 7
DRAFT HULL/ MAX 40
DISPLACEMENT 40,000 Ibs
FUEL CAPACITY 700 gal
WATER CAPACITY 200 gal
POWER Twin 670 hp

Construction in accordance with (ABYC), American Boat
and Yacht Council, Guide for Construction of Small Craft.

Construction in accordance with ( IMCI ), International
Marine Certification Institute. CE certification qualified
yachts meet European sales standards.

Construction in accordance with the American Bureau of
Shipping(ABS) Guide for Building and Classing Pleasure
Yachts.

HULL

Hull Interior - Accessible bilge spaces coated with white epoxy
paint to provide smooth easily cleaned surfaces.

Sole Bearing Timbers - Solid mahogany, epoxy coated.

Bottom - Painted with two coats of International bottom paint,
Ablative Copolymer Technology, anti-fouling paint.

Boot Top - Single stripe, color of owner’s choice using Awlgrip
paint system.

Name and Hailport - Burled Gold with outline and solid color
hailport hand applied or on mylar carrier, on transom.

Hull Exterior - Painted in choice of colors using Awlgrip paint system.

Cove Stripe - Painted gold cove stripe using Awlgrip paint
system.

DECK

Helm station with two forward and two side clear fixed
windows. Includes double windshield wipers with fresh water
spray controls.

Toe rail - Custom jointed varnished mahogany cap and rub rail
with SS nosing.

Ports - Six side opening ports, with screens, recessed into
cabin sides.

Deck Hatches - One large Lewmar overhead hatch and two
medium Lewmar deck hatches. Aft area wrap around open
windows.

Quarter and Midships chocks - Integral chocks set into toe rail,
four port, four sthd.

Mooring Cleats - Stainless steel: two 10” forward cleats, four
10” spring line cleats and two 10” aft cleats.

Brow Molding - Varnished teak brow moldings along cabin
house sides.

Scuppers - Four stainless scuppers in aft cockpit sole.

Flag Pole Socket - High gloss varnished mahogany flag pole at
stern and SS welded in socket on bow pulpit.

Bow Rail - Fabricated from 1”7 diameter heavy wall stainless
steel tubing.

Deck Anchor - Reliant Anchor Deployment System ™ -
Hinged anchor arm recessed in deck compartment for
deployment.

Deck Joiner work and Trim - Varnished mahogany with smooth
high gloss finish.

Deck, Cockpit - Laid teak sole in cockpit and bridge deck at
no additional charge.

Windlass - Lofrans, T000W, 12V stainless windlass with
controls at helm station and at bow.

Swim platform - Large teak surfaced platform with S.S. frame.
Dinghy cleats and boarding grab rail. Removable S.S. Swim
ladder mounted at swim platform.

Superstructure - Laminated marine plywood with fiberglass
and epoxy exterior.

Deck and Superstructure - Exterior painted white using Awlgrip
paint system.

GENERAL INTERIOR

Material selection - Owner’s choice of interior bulkheads
and woods: Cherry, Teak, Mahogany, Laminate or painted, or
combinations thereof.

Finish - Fully varnished interior with satin bulkheads.

Hanging Lockers - Fully finished interiors.

Berth Cushions - Sunbrella covered, 5” thick polyurethane
foam, zippered covers.

Cockpit - Sunbrella helm seat and settee upholstery.
Cabin Doors - Inset into wood door frames.

Drawers - Dovetail jointed solid mahogany-sided drawers
glide on roller guides with stops.

Overheads - Custom crafted V-grooved white planked overheads with
set off space for wire runs and recessed lighting.

Hull ceilings - Varnished wood battens outboard of berths to
match interior wood.

Cabin Sole - Cabins, passageways, galley are mahogany with
maple splines.

Heads - Head bulkheads to match interior woods. Shower
interior to be awlgrip white.

Counter tops -Owner’s choice of Granite, Marble or Corian in
galley and head.



STANDARD ARRANGEMENT PLAN

Bridge deck - Forward starboard steering station with custom
helm seat and with custom steering console. A top opening
navigation station located forward to port for navigational
charts and supplies. Aft port and starboard are large upholstered
settees and table. Storage lockers are located in space provided
below seats & settees. Space is provided for entertainment
center, storage, and bar and beverage cabinet.

Galley - Located to port below. With galley appliances, cabinets
& storage space.

Aft cockpit - Standard laid teak sole. Cockpit seating with
Sunbrella covers. Storage provided under seating. Large deck
hatch with pneumatic lift assist pistons.

Forward Master Stateroom - Large center line double or V-berth
with filler cushion and drawers at foot of V-berth or Island berth
with deep double drawers under. Hanging locker and built

in cabinets to port and starboard. En suite head with walk-in
shower.

Starboard VIP Stateroom - Large center line double and
drawers at foot of V-berth or Island berth with deep double
drawers under. Hanging locker and built in cabinets to port
and starboard. En suite head with walk-in shower. Head also
accessible from companionway as day head.

GALLEY

Stove - GE or similar, 110V electric cook-top with two burner
solid heating elements.

Refrigeration - 110 Volt AC / 12 Volt DC GE, Norcold, or
similar refrigerator / freezer.

Microwave Oven - GE, microwave, or similar.

Sink - Franke, stainless steel double bowl, mirror finished
galley sink.

Dry goods storage lockers are located outboard..

Granite, marble, or solid surface counter in choice of available colors.

STEERING

Wheel Steering - Hydraulic power steering system is used
incorporating a dual ram with hydraulic pump.

Compass - Plastimo compass, 6” diameter with protective
hood. Installed at helm station.
MECHANICAL
Engines - Twin Diesel Cummins QSC8.3, 600HP
Configuration: In-line, 6-cylinder, 4-stroke diesel
Aspiration: Turbocharged/After cooled
Displacement: 8.3 liters
Installed with special vibration absorbing engine mounts.
Engine Panel - All electric including gauges for RPM, oil
pressure, voltage, temperature and audible alarm for over

temperature and low oil pressure, fuel.

Fuel fill - High speed fill.

Propellers & Shaft - 316 Stainless steel shafts, 50mm diameter.

SS 4 blade props.
Stuffing box - Dripless shaft stuffing box.

Controls - Ultraflex, hydraulic steering with dual lever shift /
throttle controls.

Fuel Tank - Stainless steel fuel tanks with baffle plates and
inspection ports,

Fuel Filters - Two Racor 75/900 max fuel filters with selection valving.

Engine Room Insulation - Soundown or Halyard 4” mylar foam
- lead insulation.

Fire Extinguishing System - Automatic type installed in engine space.
Trim Tabs - 36x9” dual cylinder trim tabs with helm indicators.

Engine ventilation - Engine room ventilation fans.

PLUMBING

Water - HDPE fresh water tank with electric gauges and access
port.

Potable Water System - US FDA formulation lined hose, poly
butylene piping.

Water pressure - Flojet 12V DC fresh water pump with
pressure tank.

Water Heater - Forty gallon, operates both from engine and
110 VAC

Sinks - Skanvik or Franke stainless steel mirror finished galley
and head sinks.

Head Faucets - Grohe, European style chrome bronze faucets
in heads.

Galley Faucet - Franke, European style chrome bronze. Toilets
- Techma electric marine toilet connected to holding tank with
deck discharge and valving for use outside restricted waters.

Sanitation Device - Type lll, 60 gal. holding tank with Jabsco
electric pump for underwater discharge.

Shower Sump - Feed through strainer to Whale Gulper 320
power diaphragm pump with overboard discharge.

Stainless shower tray with teak grate.

Bilge Pumps - Four Rule 2000 bilge pumps, with level sensors.
Inlet and Discharge Fittings - Thru-hull fittings with labeled
seacocks on all underwater connections. Plumbing lines
labeled with function and flow direction.

Tank Gauges - Water, fuel and holding tank level monitoring system.

Deck shower - Fresh water shower aft with hot and cold water.

ELECTRICAL

DC Switchboard - DC voltmeter, DC ammeter, with DC circuit
breaker positions, 12 Volt DC electrical system.

AC Switchboard - With ship/shore power selector, main
breaker for each power source, polarity indicator, volt meter,
ammeter, & 8 branch circuit breakers.

Engines Starting Circuit - Dedicated alternator charges
engine starting bank of two, 200 amp hour maintenance free
batteries, one for each engine.

Ship Service Electrical Feed - Dedicated alternator charges two
maintenance free 200 amp hour batteries.

Inverter - 1.5 KW inverter provided for convenience running
small 110V appliances.



DC Power Selection - Dual switching system permits
independent selection of battery engine bank for starting or
ship operation.

Bulkhead Lights - Four stainless steel bulkhead lights with
extension arms and shades, 2ea in master and VIP staterooms.

Courtesy Lights - Ten courtesy lights, including four exterior
and six interior.

Overhead Lights - Ten polished recessed, chrome interior
overhead lights.

AC Outlets - Two in master stateroom, two in VIP stateroom,
two in saloon, one in galley and one in engine compartment.

Engine Room Lights - Fluorescent lighting provided in engine
compartment.

AC System - 3-wire galvanic protected ground, 250V, 32
Ampere service system.

AC Service - NEMA standard locking type chrome inlet fitting,
white 50 foot cordset with galvanic isolator, # 10 AWG.

Shore Power - With isolation transformer. Outlet connection
located at transom..

Battery Charger - Marine, 80 Amp, multi stage multi bank
electronic charger for gel batteries.

Navigation Lights - Aqua Signal port and starboard running lights,
Aqua Signal bow and masthead light, Aqua Signal stern light.
Galvanic Bonding System - Common buss ground plate for
underwater metals.

Forced Ventilation - Blower for engine compartment.

Fume Sensor - Carbon Monoxide detector installed in
accordance with ABYC.

Convenience Light - Vimar, self-charging flash light built into
Master Stateroom electrical outlet.

LOOSE GEAR AND SAFETY EQUIPMENT

Anchor and Rode - Delta primary anchor and 250 Ft. of 1/2”
laid nylon line with 15 Ft. of 40 series 5/16” galvanized chain

leader.

Anchor - Galvanized spare anchor and line.

Mooring Lines - Four 40 Ft. length, 5/8” laid nylon dock lines.

Fenders - Six 10” x 26” ribbed pneumatic fenders with lines.
Fender Covers - Six soft fabric fender covers.
Fire Extinguishers - Four dry chemical type.

Life Preservers - Six type 1 life preservers with reflective
material.

Colors - Varnished teak 1 1/4” x 60” flag staff & 4’ x 6’ yacht
ensign, socket mount.

Burgee Staff - Varnished teak flag staff and pulpit socket mount.
Burgee - Reliant 16” x 24” bow pennant.

Fog Bell - Cast fog bell for emergency sounding provided,
unmounted, loose gear.

Boat Hook - 8’ telescoping aluminum.

Horn - Chrome plated trumpet, 12 volt electric Marco Electro
pneumatic horn.

DC Plugs - Soft wood tapered plugs affixed to each underwater
thru-hull fitting.

Swim ladder - Removable stainless swim ladder.

LAUNCHING AND COMMISSIONING

Launching - Vessel launched and berthed at builder’s docks
through completion of commissioning.

Main Propulsion Engine - Start-up under factory supervision;
fluids checked, engines run in, temperatures and pressures
monitored.

Compass Compensation - Underway compensation of main
binnacle compass. Deviation card provided.

Builder Supplied Electronics - Operation verified, initialization
performed as necessary, calibration of speedometer and log.

Owner Orientation - Familiarization to vessel and equipment
with yard personnel.

Equipment Manuals - Bound, organized and indexed manuals
provided for installed equipment.

Owners Manual - Custom manual individually prepared
for each vessel, including systems operation, check lists,
electrical, plumbing and accommodation drawings.



TWO LEADERS IN THE
YACHTING INDUSTRY
HAVE COMBINED
FORCES...

AGAIN.

David MacFarlane and Jim Ewing, decades-long stalwarts of the
yachting industry, have partnered to form Reliant Yachts, a new boat
building venture which promises to deliver the type of beautiful power
and sailing yachts they have long been associated with.

David MacFarlane has spent a lifetime in yachting. Exposed to

classic yachts at an early age by his father, who was captain of

George Roosevelt's Sherman Hoyt-designed 61’ schooner Mistress,
MacFarlane went on to a successful ocean racing career highlighted by
transatlantic races to Denmark and England, the Admiral Cup Series,
Fastnet Race, the America’s Cup campaign with the Constellation
syndicate, and over a dozen Newport to Bermuda races.

After serving as an officer in the Navy, MacFarlane went on to hold
prominent management roles at Bangor Punta (Cal, Ranger) followed
by Tillotson Pearson (Freedom, Alden, and founded Rampage Yachts).

When Alden went into production at TP,
MacFarlane first managed production

and later became president of the Alden
Division. In the early 1990s David, along
with a group of investors, purchased Alden
Yachts from Tillotson where MacFarlane
became CEO and managing partner. In

his years with Alden, he oversaw the
production of sailing yachts from the classic
Alden 44 to the epoxy built 54s and 72. He
also introduced the successful power boat
line to Alden, which ranged from 40 to 60
feet.

Jim Ewing has been involved in many
aspects of the yachting industry over the
past two decades. He has owned and
operated a successful advertising and
marketing firm, served as president and
general manager of Trumpy Yachts, is a
successful yacht illustrator (his classic yacht
illustrations have appeared on a regular
monthly basis in Soundings magazine
for three years and counting) and served
as executive vice president at Alden
Yachts, where he first worked with David
MacFarlane.

[t was at Alden Yachts where MacFarlane
and Ewing began their boat building
collaboration and honed not only their
design sensibilities, but their working
relationship. Ewing states, “David was
absolutely a mentor to me, and from the
beginning we shared a sensibility for
design based on scale, proportion, and the
‘fineness’” of execution. I also learned how
hard you must work to perfect your craft.

For all that David demanded from those
around him, no one worked harder than he
did, and that commitment pushed everyone
else, including myself.”

Of their new venture, MacFarlane states,
“The yacht building world we are in today
is a much different place than it was 30
years ago. It is a global industry, and you
have to compete on that basis. What hasnt
changed is the boating public’s passion

for a beautiful boat. We know we can
deliver that, and also provide value and
competitive pricing.”

To that end, MacFarlane and Ewing have
partnered with Su Marine in Istanbul as their
exclusive builder. Su Marine dates back
more than 40 years. Ahmet Kesgin, chief
builder and one of Su’s partners, carries on a
family tradition of yacht building that began
with his father. The Kesgin brothers have
built some of Turkey’s most elegant boats as
well as the country’s first composite boat.
The company is headed by Tim Grunberg,
who received his engineering degree at
Rensselaer in upstate New York.

MacFarlane says, “From the beginning we
have been very impressed with the level of
skill and execution we have seen from Su.
In fact, Jim and | have often commented
how much the environment reminds us of
our facility at Alden. It is immaculate, and
at 90,000 square feet, capable of holding
multiple 100"+ yachts.”

The chief naval architect is Tanju
Kalaycioglu, who received his degree from
Newcastle University, England. Ewing says,

“I met Tanju in Miami a few years ago
when | was with Trumpy. | was immediately
impressed by his knowledge and affinity for
classic yachts, and his designs and skill set
exemplify that. He is a perfect fit for us.”

RELIANT YACHTS WILL BE AT THE
UPCOMING BOAT SHOWS

Newport International Boat Show
Norwalk Boat Show
Annapolis Powerboat Show

Experience the
beauty, elegance
and functionality
of Reliant Yachts.

Semi-custom and custom
yachts from 40 - 150 feet.

www.reliantyachts.com
info@reliantyachts.com
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